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EPLAN FILE

ETI Code:

Fuse type:

Size:

Rated current:

Time-Current Characteristic:
Indicator:

Rated AC voltage:

Rated DC voltage:

Breaking capacity AC:

Power dissipation:

Operating joule integral (A2s):
Prearcing joule integral (A2s):
Standards:

Application:

PDF
INSTRUCTION MANUAL

2D FILE
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NHO gG 125A/500V

004183215

NH

NHO

125 A

gG

Combination fuse status indicator
500V

250V

120 kA

9.7 W

175,000

39,600

IEC 60269-1, IEC 60269-2

For cable protection

Online product page &

O

CE DECLARATION

3D FILE


https://www.etigroup.eu/products-and-solutions/004183215
https://www.etigroup.eu/products-and-solutions/004183215
https://www.etigroup.eu/products-and-solutions/004183215
https://www.etigroup.eu/products-and-solutions/004183215
https://www.etigroup.eu/images/product_db/documents/en-GB/NV.pdf
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/01a085c2-3c7f-7410-9984-b7bb6085e9e2
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/f34afabb-7642-45a5-b52a-94a4161aa42d
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/f13fa0c2-fa5a-4df2-814a-cdf1372cdadf
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/01a03e1e-98ea-7d43-bba2-6189cd4b1ef8
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/01a03e18-6e23-7c73-88e2-fb1a35c5b433
https://storage-api-pim.etigroup.eu/api/asset-storage/asset/e63f3b3d-6baf-4e92-bf68-4bac6410322c
https://www.etigroup.eu/

ETI

ETIM

Rated switching capacity AC

Voltage type

Fuse construction type according to IEC 60269
Rated voltage AC

Power loss at rated current

Type of fuse status indicator

Rated current

Rated voltage DC

Utilization category
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120 kA

AC/DC

NHO

500

9.7 W

Combination fuse status indicator
125A

250

gG (cable protection/equipment protection)
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ETI

Logistics
Product

EAN code for a single product
Net weight of the product
Net width

Net height

Net depth

Stock unit of measure

Basic Packaging

Basic packaging quantity

EAN code for a basic packaging
Basic packaging weight

Basic Packaging Dimensions Height
Basic Packaging Dimensions Width
Basic Packaging Dimensions Depth

Basic packaging volume

Transport Packaging

Transport packaging quantity

EAN code for a transport packaging
Transport packaging weight

Transport Packaging Dimensions Height
Transport Packaging Dimensions Width
Transport Packaging Dimensions Depth
Transport packaging volume

Pallet quantity

Customs tariff

3838895353997
235¢g

29.5 mm

124.9 mm

56.2 mm

pcs

3 pcs
3838895343738
0.74 kg

0.066 m

0.093 m

0.138 m

0.001 m?

45 pcs
3838895343745
11.444 kg
0.255m
0.295m
0.235m

0.018 m?

2,340 pcs
85361090

3/6

ETI PRODUCT DATASHEET
Generated on: 10 Sept 2026
Web: www.etigroup.eu


https://www.etigroup.eu/

ETI PRODUCT DATASHEET
Generated on: 10 Sept 2026

Web: www.etigroup.eu

1/t characteristic

\\
/| \\\
7
A
\\\ 2 \\ \
1 1
- | v
A \\\ ra \\\\\_\\
A A “\k
- .
Pl L~ pd /
A T P pd /
> <ty e V79
AT A 2
= 1
LT ol L~ o ’ /|
jiEE=agiiv=a PP ijir=a A1 954 \.\\ % \ \
\\\ . - LT = LT \\\\\\\ \\ \
- o -1 1
\\\ \-:‘\\\.\\.\\\\.\ \\\\ \\\\\\ ““\\\\ ) \\\ \ \
L || LA L ’
VOS] T . /
Y521 7 e T T Pl % T o \\ d \
- - - = \
___a_“:.\\\ \n\\ 1 -\\.\\ |\\\\\\ \\\u \\\ \\ i \\ \\ /|
- — s
a \\\ T il \\“\\ o P \\\ d \
dﬁn.ll ——— I — | - P y,
T e T | o —— A
— ¥E9 — [ = L — L~
— i gour= >, > i
|| |vog LT e el Iy ...\l\\ \\L. 4
- — =
vy = 1l|||\\ [ I » \\
¥GE \“\ 1\1.|||llll||ll \l\ll\ \\ l\-\-\ 7
¢mm\ - \\\ e p— . \\\ = ’
I | = ot — '
L~ | || |
| |vsek T - -
\\ ||.|ll-|l Lo e
vz | | T 7
— s el ]
— va1 B —— s
] L
—— ol L= —
I.IIII]I.-I.-.II.-\
=TT |
1 v
[
1]
E4Wr04 Elmrod. _P_amrn_d. P_lm < D._n.m_,bd. ﬂ,._._,.mrod. Eim

10*

10°

10°

Ip/A —

4/6


https://www.etigroup.eu/

ETI PRODUCT DATASHEET
E I ' Generated on: 10 Sept 2026

Web: www.etigroup.eu

Cutoff

Cut-off current t
characteristics

I l4)

Maximum value of current (A)

-

IniAl

0 2 £ 5wt 2 £ 6 0 2 + 8 w2 s 6 w0
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Prospective current (A)
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Dimension

Alslc]Dp|E|F]6eafn]1]1]K
NvoaC 79 055 47 3B 15 N 2 1S 6 kombi
NVoOC | 79 53 47 3% 15 N 5 15 6 kombi — # i
V0O 9 08 4 3 15 B % 12 6 kombi (A
Nvool 9053 47 B 15 B8 % 12 6 kombi RS — K L M | s
VO 125 68 65 3/ 15 28 56 12 6 kombi 00¢ 0 07 167 15
NVIC 135 68 65 40 15 8 61 12 6 kombi . , 00 0 207 167 715
NviCI 135 68 65 40 15 28 61 N 6 kombi - - - 1 B7 197 B 12
W 135 72 65 4 20 46 65 M 6 kombi - -l 2 162 274 5 12
Wil 172 65 40 20 46 65 4 6 kombi L A N 3 7Bs 3 12
NV2C 150 72 65 48 20 46 73 4 6 kombi 4a M 31
NvaCl 150 72 65 48 20 46 T3 14 6 kombi us |
NV2 10 72 65 48 26 54 73 W 6  kombi - E
N2l 150 72 65 48 26 54 73 4 6 kombi i f
NV3C 150 72 65 60 26 54 84 14 6 kombi i s
V3 10 72 65 60 33 65 8 14 6 kombi | -4 .
NV4 00 75 66 87 S0 100 121 24 150 16 8 . 1 2 L
NVda 00 9 87 85 S0 95 1 X 6 r | | l'
NV4a SI* 200 99 87 8 S0 95 121 27 6 < : !
“NV1/1000v 155 90 87 40 20 45 59 9 6 -5
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